
Machine model 2CX Airmaster

m (ft-in)

E Total travel clearance 2.72 (8-11)

F Shovel width (blacktop GP shovel) 1.37 (4-6)

G Width over tyres 1.83 (6-0)

Machine model 2CX Airmaster

m (ft-in)

A Total travel length 5.17 (16-11)

B Axle centreline distance 1.99 (6-6)

C Steering wheel centre height 1.76 (5-9)

D Cab roof height 2.65 (8-8)

JCB BACKHOE LOADER | 2CX AIRMASTER

MAX. ENGINE POWER 53.3kW (71.3hp)

A Product
of Hard Work

STATIC DIMENSIONS

JCB 2CX Airmaster Loaders feature heavy duty one piece mainframe, componentised driveline and fully enclosed engine compartment. All fluid and component compartments are lockable using the ignition key.



Operating weight includes machine equipped with G.P. shovel and full fuel tank.

Machine model 2CX Airmaster

kg (lb)

Weight 5804 (12790)

JCB BACKHOE LOADER | 2CX AIRMASTER
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GROUND LINE ANGLES

A Approach angle › 45°
B Interference angle/ramp to ground plane 130°
C Departure angle 24°

OPERATING WEIGHTS

Four cylinder, direction injection diesel. Belt driven water pump, spin-on oil and fuel filters, water separator, dual element air cleaner,
cold start aid.

Machine model 2CX Airmaster

Displacement 4.4 Ltr

No. of cylinders 4

Bore size mm 105

Stroke mm 127

Rated engine RPM 1900

Power ratings

Gross ISO/TR 14396 and SAE J1995 kW (HP) 53.5 (71.3)

SAE net ISO 9249 (EEC 80/1269 and SAE J1349) kW (HP) 50.1 (67.2)

Torque ratings

SAE gross ISO/TR 14396 and SAE J1995 Nm (lbf ft) 305 (225)

SAE net ISO/TR 9249 (EEC 80/1269) and SAE J1349 Nm (lbf ft) 300 (221.3)

Max. torque RPM 1200

ENGINE

Full power hydrostatic system utilising the main hydraulic pump with integral steering priority valve. In the event of engine failure,
emergency steering is maintained.

Machine model 2CX Airmaster

Steering axles Front and rear

Steering turns – lock to lock 4

m (ft-in)

Kerb – kerb turning circle – unbraked – 4WS 7.20 (23-9)

Kerb – kerb loader clearance circle – unbraked – 4WS (2000mm GP) 9.35 (30-8)

(Depending on tyre size, ground conditions etc.)

STEERING

ENGINE SUPPORT SYSTEM

Engine support system is designed for ease of daily checks, routine maintenance and longer service intervals.
Fuel type Diesel.
Fuel filter Replaceable spin-on cartridge plus water/sediment separator.
Air cleaner Dual, dry element cyclonic type.
Oil filter and lubrication Full flow, spin-on type filter.
Cooling system Hot climate specification, pressurised 17.4 psi (1.2 bar) suction fan. Pressurised recovery tank.

ELECTRICAL AND INSTRUMENTATION

12 volt negative ground, utilising wiring and connectors meeting IP69 water ingress test standard. Central fuse panel supplemented
with main circuit breakers at battery positive terminal.
Gauges Tachometer, engine coolant temp, fuel level, hourmeter clock.
Warning system Audible and visual system for engine oil, transmission, park brake, battery, air cleaner, alternator.
Battery 850 CCA.
Pre-wire Radio speakers (cab), beacon (all).
Horn Controlled from both front and rear.
Alternator 95 amp.
Front working lights 2 twin beam fixed position.
Rear working lights 2 adjustable.
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The JCB Transmissions are designed and built specifically for JCB Backhoe Loaders. They feature synchronised shifting in all gears.
Powershuttle between forward and reverse. Ground speeds are designed to maximise production.

Machine model 2CX Airmaster

Manufacturer JCB

Type Syncroshuttle

Torque converter 280mm (11")

Torque converter ratio 2.78:1

Gears forward/reverse 4/4

Gear selection Manual

Shuttle control – F/R Power shuttle

Travel speeds kph (mph)

Tyres equipped – front 12.5x18

Gear 1 5 (3)

Gear 2 9 (5.5)

Gear 3 19 (12)

Gear 4 28 (17)

TRANSMISSION

JCB front axles are designed and built specifically for backhoe loaders and accept a wide variety of tyre combinations.

Machine model 2CX Airmaster

Type JCB Max-trac steer drive torque proportioning

Axle ratings kg (lb)

Static load rating 5989 (13200)

Dynamic load rating 2995 (6600)

Oscillation angle 9·5°

Steering ram Double acting

FRONT AXLE

JCB rear axles are designed and built specifically for backhoe loaders and accept a wide variety of tyre combinations.

Machine model 2CX Airmaster

Type JCB Max-trac torque proportioning with outboard planetary drive

Limited slip Optional

Axle ratings kg (lb)

Static load rating 5989 (13200)

Dynamic load rating 2995 (6600)

REAR AXLE

Excellent visibility (and safety) is provided by the large tinted glass area. Cab frame is ROPS and FOPS approved for maximum
operator protection. ISO standard 3471 and 3449 (SAE J1040 and J231).

� A fully adjustable seat combines with ergonomically positioned controls to minimise operator fatigue.

� A radio location is provided as standard plus provision for twin speakers for stereo sound in the optional roof console.

� Cab provides easy access through a left hand single door. Standard features include: lap seat belt, 3 speed fresh air/recycle
heater, front and rear screen wash/wipers (cab), front and rear horn, exterior mirrors, and flat easy-clean floor.

� The instrument panel is positioned to the right-hand side for ease of viewing from the loading position and has an optional
lockable cover for vandal proofing. Engine speed, fuel and coolant temperature gauges, are mounted in the panel.

� Fixed steer column.

� Large opening rear window (cab).

� Static or mechanical suspension seat gives the operator a comfortable operating position.

� 12V power supply.

CAB
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LOADER DIMENSIONS

LOADER DIMENSIONS

Narrow bucket GP shovel 6-in-1 shovel

m (ft-in) m (ft-in) m (ft-in)

Overall width with bucket 1.37 (4-6) 2.00 (6-6) 2.00 (6-6)

M Dump height 2.42 (7-11) 2.42 (7-11) 2.42 (7-11)

N Load over height 2.99 (9-10) 2.99 (9-10) 2.99 (9-10)

O Loader hinge pin height 3.24 (10-8) 3.24 (10-8) 3.24 (10-8)

P Pin forward reach 0.33 (1-1) 0.33 (1-1) 0.33 (1-1)

Q Reach at ground (toe plate horizontal) 1.36 (4-5) 1.36 (4-5) 1.36 (4-5)

R Max. reach at full height 1.13 (3-9) 1.13 (3-9) 1.14 (3-9)

S Reach at full height fully dumped 0.83 (2-9) 0.83 (2-9) 0.83 (2-9)

T Dig depth 0.10 (0-4) 0.10 (0-4) 0.10 (0-4)

U Roll back at ground 45° 45° 45°

V Dump angle 45° 45° 45°

Jaw opening width N/A N/A 0.70

Loader buckets are listed according to size and application. All buckets are drilled to accept optional auxiliary cutting edge or teeth.
Flat top box section provides rigidity and assists in bucket levelling.

An optional quickhitch allows the use of a wide variety of attachments for excellent versatility. Options include forks, shovels, side
tip shovels and 6-in-1 clamshovel.

G.P. Shovel

Capacity SAE

Width mm (ft-in) Rated m3 (yd3) Struck m3 (yd3)

1850 (6-0) 0.6 (0.7) 0.49 (0.59)

6-in-1 Clamshovel

Capacity SAE

Width mm (ft-in) Rated m3 (yd3) Struck m3 (yd3)

1850 (6-0) 0.6 (0.7) 0.49 (0.59)

LOADER ATTACHMENTS

JCB loaders provide parallel lift self levelling on the up and down cycle enhancing load retention and use of optional pallet forks.
High capacity buckets combined with high lift and breakout forces maximise productivity.

G.P. Shovel 6-in-1 Clamshovel

Bucket breakout force kgf (lbf) 3600 (7921) 5063 (11162)

Loader arm breakout force kgf (lbf) 3850 (8471) 3691 (8137)

Lift capacity to full height kg (lb) 2200 (4844) 2100 (4624)

LOADER

M

T

V

P

S

R

N
O

U

Q


